
V E R S I S
VERS IS  220 /75
Foldable Monitor

„ v i s u l u t i o n a r y “

[ˈvɪʒuˈlu:ʒəneri]  ADJ:

descr ibes the fee l ing and impression
you get  when you use un ique integrated
monitor  so lut ions from ELEMENT ONE ™
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„What is VERSIS?” 
The big and comfortable VERSIS 220/75 is always at your 
disposal, when you need it: Folding out of the table surface, 
stepless adjustable and whisper-silent. The viewing area of  
the monitor is always visible, in opened or closed position. 
Available with or without touch screen. Easy to install and 
easy to control. Intelligent and robust. And the applications  
are numerous, from the lectern to the lounge table.

Comfortable 21,5“  
HDCP compliant Monitor

coated protective glass

VERS IS  220 /75
Foldable Monitor

stepless
adjustable

Multitouch overlay - optional

easy handling

A design first & fully customisable. 
Compact & easy to bring into room design.

MADE IN GERMANY. 
More than 15 years know-how in monitor-design.

Warranty 5 years mechanics,  
2 years electric and electronic, 
10 years spare part availability.

Sleek. Silent. Svelte.  
Handcrafted & tested to ensure the highest standards. 
Reliable partner with solid repeat business across diverse client 
fields. Global references and project experiences.
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optional: custom Logo

Decorative trim according  
your demands

GENERAL SPECIFICATIONS 
Functionality  Motorized 21,5“ Monitor for furniture 

integration; monitor raises on front  
axis towards user; electronic Anti Clamp  
Protection; water & dust according  
protection class IP 54 . Control via  
button or remote (TCP/IP or serial)

Motor & Mechanics  12 V virtually noiseless (< 40 dB) stepper 
motor for monitor movement, with pre-
cise & simultaneous drive e.g. to control 
multiple monitors;  maintenance free

Material  Monitor - Aluminium silver anodized & 
3mm protective antireflective glass 
Trim - Black Acrylic glass decorative inlay 
Chassis & Cartouche - Brushed high-grade 
steel, Aluminum & POM

Dimensions 585 x 440 x 86mm

Mass 15 kg

Inclination 20°

Height (lifted) 350 mm at 110°

Monitor  Full HD 21,5“ LED TFT 
HDCP compliant 
Active Matrix 
Widescreen Format

Brightness 250 cd/m²

Contrast Ratio 1000:1

Resolution  1920 x 1080 – Full HD (16:9),  
16,7 M color

Pixel Size 0.1989 x 0.1989 mm

Viewing Angle Horizontal 178° / Vertical -178°

Viewing Area 475,20 (H) x 267,30 (V) mm

LED Lifetime up to 50.000 hrs

Video Interface HDMI

 (VGA optional available) 
Remote Control  TCP/IP on-board via RJ45 interface 

9-PIN d-sub serial interface for remote 
control, adjustment of motion parameter, 
firmware update (E1 cable and software 
required)

Power Consumtion 15 W

Certificates TÜV, CE, FCC

Warranty   5 years 
extendable (optional, surcharge) 
spare part availability 10 years 

SCOPE OF SUPPLY 
Power adapter -  Input: 100-240V~, 50/60Hz. 1.5A;  

Output: 12V 5.A 60W MAX

(cable length: DC ~140 cm; AC ~ 1,5 m) 

AVAILABLE OPTIONS 
Custom color - Anodization or powder coating 
Custom color and -material decorative trim 
Print customized logo 
Multitouch overlay 
USB / XLR / Phono / Video socket integrated in the mounting 
frame 
Conference Microphone
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Applications
Meeting rooms
control rooms
POS

Museum
Concierge
Events

Custom color -  
Anodization or  
Powder Coating

Planning aids for 
your project
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VERSIS-220-4
Einbauzeichnung

A-4

ELEMENT ONE GmbH
Englerstr. 24
76275 Ettlingen
Tel: 07243/5050-50
Fax: 07243/5050-59

Toleranzen:
Soweit nicht anders 
angegeben +/- 0,50 mm

VERSIS-220-4
1

 586  -00,50 

 4
41

  -0 0,
50

 

 R12,5 ±0,50 

 8
 

 8
 

 8  8 

 R0 - R5 

 570 ±1 

 4
25

 ±1
 

step 2mm deep

table top-side

 585 ±0,20 

 4
40

 ±0
,2

0 

 R12,5 

 4
20

 ±1
 

 2
70

 

 62 

 84 

 1
0 

 1
0 

 565 ±1 
 10  10 

top side

bottom side

 3
3 

 47  0
 

 3
0 

 7
7 

 0 

 45 
 78 

plugs

backside

        
          

    

table-cutting dimensions

KEEP ATTENTION FOR THE PLUGS

23.01.2014

         

Küchel

   Schutzvermerk nach
DIN ISO 16016 beachten

Bearb.
Gepr.
Norm

Datum Name

Model: Maßstab

Benennung

Artikel-Nummer Blatt

Bl.

Stückzahl

Werkstoff:Rohmaß 1
1

1:7

VERSIS-220-4
Einbauzeichnung

A-4

ELEMENT ONE GmbH
Englerstr. 24
76275 Ettlingen
Tel: 07243/5050-50
Fax: 07243/5050-59

Toleranzen:
Soweit nicht anders 
angegeben +/- 0,50 mm

VERSIS-220-4
1

VERS IS  220 /75
Foldable Monitor

t a b l e  c u tt i n g

Changes and errors excepted.
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ELEMENT ONE Multimedia GmbH

Zum Murgdamm 5

D-76456 Kuppenheim

Germany

fon +49 (0) 7222 96654 -0

fax +49 (0) 7222 96654 -29

www.elementonescreens.com

info@elementonescreens.com
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